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Abstract
We have studied the vapor-phase reaction of acetic acid with propene over H-[Al]ZSM-5 
and H-[Fe]ZSM-5 molecular sieves between 425 and 600 K, for acetic acid partial pressures of 
25 to 50 Torr, with propene:acetic acid ratios between 1 and 4. Reasonable conversions were 
obtained above 450 K. Both H-[Fe]ZSM-5 and H-[Al]ZSM-5 showed high activities at 450 K, 
with selectivities to propyl acetates of ~90% using a propene:acetic acid ratio of 2 and ketones 
formed by dehydration of the acetates making up most of the remaining products. The reaction 
rate was completely stable at 450 K for at least 20 h, and the product distribution was insensitive 
to the reactant feed ratio for a propene:acetic acid ratio above 2. On H-[Fe]ZSM-5, dehydration 
of the acetates became increasingly important at higher temperatures, with the selectivity to 
ketones approaching 80% at 525 K. At still higher temperatures, reaction pathways that did not 
involve propyl acetates became important. The high selectivity for forming propyl acetates and 
the absence of olefin oligomerization is believed to result from having the acid sites occupied 
(saturated) by acetic acid. Finally, the acid-site density measured on H-[Fe]ZSM-5 after weeks of 
catalyst testing remained the same as the initial site density, showing that this material has 
sufficient stability for fine-chemicals synthesis.
Keywords: Acetic acid; Propene; Propyl acetate; H-ZSM-5; H-[Fe]ZSM-5; Brønsted acidity.
2I. Introduction
Sheldon and Downing [1] have pointed out that solid acids are not often used in fine-
chemicals synthesis, even though there could be significant advantages to practicing these 
reactions over solid acids due to environmental concerns associated with high levels of waste in 
many homogeneous processes. There are a number of reasons that zeolites are not commonly 
used, including the fact that synthetic-organic chemists have not traditionally used heterogeneous 
catalysts and the fact that the small-scale operations of the fine-chemicals industry make the 
costs of developing new processes difficult to recoup. However, there have also been more 
fundamental difficulties associated with replacing homogeneous acids on a wide scale.
Attempts to replace homogeneous acids with their heterogeneous counterparts in fine-
chemicals synthesis have met with some success, as demonstrated in recent review articles [1-4].  
For example, it has recently been reported by Rhodia that a commercial process has been 
developed for the reaction of anisole to para-acetoanisole using acetic anhydride as the acylating 
agent and an acidic zeolite as the catalyst in a fixed-bed reactor [5]. Rhodia reports that the new 
process results in a significant reduction in both operating costs and unwanted effluents, as well 
as an increase in selectivity to the para isomer products. The gas-phase acylation of benzene with 
acetic acid has also been claimed [6], although others have stated that "little success has been 
achieved with substrates such as toluene and benzene" [7]. From the significant literature on 
reaction measurements for the acylation of anisole [7-13], phenol [14-16], and other aromatics 
[17-20] and olefins [21,22], it is clear that there are problems with catalyst deactivation and 
selectivity issues, particularly with olefinic reactants [21,23-25].
Deactivation is usually associated with the formation of high molecular weight products 
(coking) that block adsorption of reactants at the acid sites. For example, we have shown that 
both propene and 1-butene oligomerize rapidly on the acidic zeolite, H-[Al]ZSM-5, at room 
temperature [23,25]. Furthermore, when the oligomers formed in H-[Al]ZSM-5 are decomposed 
by heating in vacuo, aromatic products are formed, providing evidence that hydride-transfer 
reactions, which can ultimately lead to catalyst coking, occur very readily under mild conditions 
[23]. It is possibly significant that oligomerization of propene occurs only at higher temperatures 
on H-[Fe]ZSM-5, the siliceous molecular sieve in which acid sites are generated by framework 
Fe3+ [23,24]. Furthermore, hydride-transfer reactions were virtually eliminated on H-[Fe]ZSM-5 
3[23]. Obviously, selective, stable operation of a reaction involving olefin reactants must 
minimize oligomerization and avoid hydride transfer.
In the work to be discussed in the present paper, we set out to investigate one of the 
simplest acylation reactions, the reaction between acetic acid and propene, on H-[Al]ZSM-5 and 
H-[Fe]ZSM-5. The product of this reaction, propyl acetate, is of commercial interest as a solvent 
for paints and similar applications; it is typically formed by the reaction of acetic acid with 
propyl alcohol in aqueous solutions [26]. We had expected that the selectivity for the acylation of 
propene would be poor in H-[Al]ZSM-5 due to the tendency of propene to oligomerize in this 
solid acid and that a higher selectivity might be observed in H-[Fe]ZSM-5. While H-[Fe]ZSM-5 
does show higher selectivity to acylation products at higher temperatures, we find that both 
acidic solids show excellent stabilities and reasonably high selectivities at 450 K, in excess 
propene, with ketones formed by dehydration of the propyl acetates being the primary side 
products. At temperatures below ~500 K, we found no evidence for olefin oligomerization in the 
products. In this manuscript, we will discuss the experimental data and suggest reasons for the 
surprisingly good performance.
II. Experimental
Two molecular-sieve samples were used in this study. The H-[Al]ZSM-5 sample was 
obtained from NIST in the ammonium-ion form and was reported to have Si/Al2=60. It was 
placed in the acidic form by simply heating it in flowing dry air in the tubular reactor (1 inch 
I.D.) at 773 K for 4 hr before exposing it to reactants. The Al-free ferrosilicate, [Fe]ZSM-5, was 
synthesized and characterized according to procedures described elsewhere [23,27]. The sample 
was characterized by XRD, which showed that the sample had the MFI structure with a lattice 
parameter that agreed with the targeted framework Si/Fe2 of 60. To place the sample in its acidic 
form, the [Fe]ZSM-5 was calcined in flowing air at 750 K for 4 hr and ion exchanged with 0.1 M 
NH4Cl at 345 K, three times (~1 hr each). Between each ion-exchange, the sample was washed 
with distilled water until no Cl- was detected by Ag(NO3) solution on the filtrate. The crystallite 
sizes of H-[Al]ZSM-5 and H-[Fe]ZSM-5 were determined to be 0.5 and 10 µm, respectively, by 
Scanning Electron Microscopy.
The Brønsted-acid site densities of each sample were obtained from simultaneous 
temperature-programmed-desorption (TPD) and thermogravimetric-analysis (TGA) 
measurements following isopropylamine adsorption. In this technique, the Brønsted-acid site 
4density is determined from the amount of propene and ammonia that form by decomposition of 
the alkyl ammonium ion between 575 and 650 K [28-31]. The initial Brønsted-site density of 
each sample was determined to be 500 µmol/g, in reasonable agreement with its framework Al 
and Fe concentrations. After 250 h of reaction at temperatures between 450 and 600 K, the site 
density of H-[Fe]ZSM-5 sample was tested again and shown to remain high, 475 µmol/g, 
suggesting that catalyst deactivation of the solid acid under reaction conditions is insignificant. 
Because we had anticipated that coking would be a problem with H-[Al]ZSM-5 due to 
oligomerization reactions with propene [23], most of our experiments were performed on the H-
[Fe]ZSM-5 sample. However, later experiments with H-[Al]ZSM-5 showed that the two samples 
had similar activities, selectivities, and stabilities, at least at 450 K, so that most of the results 
that will be reported were obtained on H-[Fe]ZSM-5.
The reaction of acetic acid and propene was carried out in a fixed-bed, up-flow, glass 
reactor (0.25 inch I.D.) at atmospheric pressure, using between 2.3 to 2.4 g of catalyst. 
(Measurements were also performed without catalyst on an empty glass tube with glass wool to 
check for gas-phase reactions, but no products were observed using any of the conditions in this 
study.) Acetic acid was fed to the reactor by bubbling He through the liquid, using the 
temperature of the liquid to control the partial pressure. The mixture of He and acetic acid was 
then mixed with propene and fed to the reactor. The total flow rate of He, acetic acid, and 
propene was maintained at 50 ml/min. The partial pressure of propene was allowed to range from 
50 to 110 Torr, while the partial pressure of acetic acid was varied between 25 and 50 Torr. The 
weight hourly space velocity was maintained at ~4.7 hr-1 for all reactions. The effluent from the 
reactor passed through a gas-sampling valve, which allowed the products to be analyzed with a 
Shimadzu GCMS-QP5000 equipped with Alltech capillary column EC-1000.
The conversion of propene and acetic acid were calculated according to the following 
equations:
100%)(
363
363
363
×= fedCOOHCHorHCofmoles
reactedCOOHCHorHCofmoles
molx COOHCHorHC (1)
The selectivity of various products coming out of the reactor was calculated as follows:
100%)( ×=
reactedacidaceticofmoles
producediproductofmoles
molSi (2).
5The selectivity and conversion data reported in the figures and table in this paper are the steady 
state values, typically obtained after 350 to 400 min of reaction time.
III. Results
Fig. 1 summarizes the reactions that occur between acetic acid and propene on both H-
[Al]ZSM-5 and H-[Fe]ZSM-5. The primary products formed at 450 K in excess propene are n-
propyl and iso-propyl acetate; however, these acetate products also undergo dehydration to form 
their respective ketones, iso-propyl acetate forming 3-methyl-3-butene-2-one and n-propyl 
acetate forming 3-penten-2-one. In parallel to the desired bimolecular reactions between acetic 
acid and propene are the undesirable side reactions. Acetic acid can react to form acetone and 
CO2 [32-37]; olefins and ketones can undergo oligomerization and cracking to form a wide range 
of products [23,38].
Table 1 summarizes the conversions and selectivities observed on 2.4 g of H-[Fe]ZSM-5 
or H-[Al]ZSM-5 at 450 and 525 K, for a feed composition of 30 Torr of acetic acid and 60 Torr 
of propene, balanced with He carrier gas to achieve a total flow rate of 50 ml/min. The results for 
both catalysts are similar and demonstrate that the reaction at both temperatures proceeds mainly 
through the primary reaction pathway. The slightly higher conversions observed on H-[Al]ZSM-
5 could be due to the stronger sites on this material, but could also be due to the differences in 
the crystallite size of the two samples because the selectivities on the two molecular sieves were 
virtually identical. At 450 K, the selectivity of the acetate products with respect to acetic acid 
reacted is nearly 90%, with the ketones, formed via a mechanism similar to aldol dehydration, 
making up most of the remaining products. At 525 K, side reactions become more important, as 
indicated by the fact that the selectivities to acetate and acetate-dehydration products no longer 
sum to 1. Also, on H-[Al]ZSM-5, the amounts of acetic acid and propene that react are no longer 
equal at the higher temperature. The major difference at 525 K, however, is that the ketones 
formed by acetate dehydration dominate at the higher temperature. 
We chose to further characterize the reaction using H-[Fe]ZSM-5, since the results in 
Table 1 suggest that the results for H-[Al]ZSM-5 would likely be similar. Fig. 2 reports the effect 
of changing the reaction temperature on the conversions of both propene and acetic acid and on 
the selectivities to acetates, ketones, and higher molecular-weight products, calculated based on 
the amount of acetic acid reacted. All of these measurements were again performed using 30 
Torr of acetic acid and 60 Torr of propene, with a total flow rate of 50 ml/min. Fig. 2a) indicates 
6that there is no reaction at 425 K; significant product formation began at temperatures above 450 
K. As shown in Fig. 2b), the acetate selectivity drops steadily in the temperature range from 450 
K to 525 K, with the ketones formed by dehydration of the acetate products making up most of 
the difference. Above 525 K, secondary reaction pathways begin to dominate. The products 
formed at 600 K contain acetone (30% selectivity) and higher molecular weight hydrocarbons 
(20% selectivity).
In Fig. 3, we plot the effect of changing the composition of the reactants at 450 K on the 
products that are produced. For these experiments, the conversion of acetic acid was maintained 
between 10% and 12%, but the partial pressure of acetic acid was allowed to vary between 50 
and 30 Torr, while the propene partial pressure varied between 50 and 120 Torr. At a 
propene:acetic acid reactant mole ratio of 1, a major product was acetone, which is formed when 
acetic acid is allowed to react with itself. When the mole ratio of reactants is increased to 2, 
acetone formation is completely suppressed and the selectivity to the propyl acetates is very 
high. This selectivity remains almost constant with further increases in the propene:acetic acid 
mole ratios. It is noteworthy that there is almost no production of the hydrocarbon products one 
would associate with the reaction of propene at this temperature, even at the highest 
propene:acetic acid ratio.
Finally, Fig. 4 shows the typical time-on-stream behavior of the H-[Fe]ZSM-5 sample 
during alkylation at 475 K, at a total flow rate of 50 ml/min, with propene and acetic acid partial 
pressures of 60 and 30 Torr. The results show an initial transient during the first two hours. This 
transient behavior is most likely related to the formation of products inside the cavity. As the 
reactions progress, these products may affect the acid site by imposing spatial constraints that 
will ultimately affect the final product selectivities. After this transient, the catalytic performance 
was completely stable for the duration of this test. Indeed, during the course of several weeks of 
catalytic testing, we did not find it necessary to regenerate the catalyst.
IV. Discussion
The high selectivity and stability observed for the acylation of propene by acetic acid 
over these zeolite catalysts was surprising to us. In general, reactions involving propene on H-
[Al]ZSM-5 are not stable in the temperature range between 450 and 550 K. Propene 
oligomerizes rapidly on this zeolite, even at room temperature [23-25]. While these oligomers 
can undergo cracking back to small olefins at about 450 K [23,25], hydride-transfer reactions 
7also occur in this temperature range, leading to stable forms of hydrocarbons that block the 
zeolite pores and are difficult to remove [23]. From adsorption studies, acetic acid also 
decomposes over H-[Al]ZSM-5 above 450 K, forming very stable hydrocarbon deposits, 
possibly through oligomerization of intermediate acetone [33-37]. Again, these deposits would 
be expected to deactivate the catalyst with time on stream.
We believe that the high selectivity and stability exhibited by H-[Al]ZSM-5 for the 
acylation of propene is due to a fortunate interaction between the reactants at the acid sites. 
Acetic acid adsorbs very strongly on the acid sites in the zeolite, exhibiting a differential heat of 
adsorption of 140 kJ/mol for coverages below one molecule per site [39]. For temperatures 
below 550 K, this strong interaction will cause the acid sites to be essentially saturated with 
acetic acid and based on our previous study [32], the formation of the acetate intermediate from 
acetic acid will be slow at these temperatures. The experimental evidence that propene is 
excluded from the acid sites is that products that would normally be expected from the 
oligomerization of propene are not observed, even in a large excess of propene. With acetic acid, 
coking appears to occur through oligomerization of acetone that forms through an acetate 
intermediate [32]. Based on temperature-programmed-desorption (TPD) data, the acetate 
decomposes to CO2 and a methyl group, which in turn is scavenged by a neighboring acetate 
group to form acetone. In the presence of excess propene, it appears that the acetate intermediate 
reacts with the olefin before it can decompose.
It is also interesting that H-[Al]ZSM-5 and H-[Fe]ZSM-5 exhibit similar catalytic 
activities, given that the acid sites associated with framework Fe are less reactive for reactions 
involving carbenium ions [23,40]. (Indeed, the difference in the consumption ratios for acetic 
acid and propene at 525 K may indicate that the stronger acid sites in H-[Al]ZSM-5 are 
responsible for secondary chemistry at this temperature.) Based on calorimetric measurements 
with ammonia, pyridine [23,40], and acetonitrile [41], the stabilities of stable adsorption 
complexes in H-[Fe]ZSM-5 are similar to those in H-[Al]ZSM-5, so that the primary differences 
in catalytic activity appear to be due to differences in the stability of intermediate, carbocations. 
In the acylation of propene, the rate-limiting step likely involves decomposition of the adsorbed 
acetic acid to form the acetate intermediate. If this is true, then the barrier for forming the acetate 
intermediate would have to be similar for both solid acids. Obviously, this conclusion must 
remain tentative at this time.
8H-[Fe]ZSM-5 has not received much attention in the catalytic community, in part 
because of the view that it will not be stable under reaction conditions. While it is certainly true 
that special procedures, milder than that employed with H-[Al]ZSM-5, must be used for 
calcination of H-[Fe]ZSM-5, we found that H-[Fe]ZSM-5 was quite stable under the reaction 
conditions used in this study. H-[Fe]ZSM-5 seems to exhibit only minor advantages for the 
acylation of propene; however, previous work has shown that the hydride-transfer reactions 
which lead to coke formation are significantly suppressed on this material compared to H-
[Al]ZSM-5 [23,40]. We suggest that H-[Fe]ZSM-5 should be considered more often for 
reactions where selectivity issues are important. Because Al impurities can dominate the 
chemistry of H-[Fe]ZSM-5 [40], care must be used in the synthesis of this material.
Finally, we believe the present work demonstrates the importance of adsorption studies 
for understanding reaction chemistry. While we do not claim that the adsorption studies we 
carried out with propene [23-25] and acetic acid [32] allowed us to predict reaction properties, 
they certainly guided us in choosing the temperature range in which reaction occurred and in 
explaining the chemistry that was observed. The approach of performing TPD and spectroscopic 
measurements on reactant molecules provides a simple method of screening and is particularly 
useful for understanding how these materials can be used in fine-chemicals synthesis.
IV. Conclusions
The vapor phase reaction between acetic acid and propene over acidic molecular sieves 
shows surprisingly high stability and selectivity. The saturation of the acid sites by acetic acid 
appears to control the available reaction pathways, preventing reactions that would lead to coke 
formation and stabilizing the product selectivity.
Acknowledgement
This work was supported by the American Chemical Society-Petroleum Research Fund 
Grant #36615-AC. 
References
1. R. A. Sheldon, R. S. Downing, Appli. Catal. A 189 (1999) 163.
2. P. B. Venuto, Microporous Matls. 2 (1994) 297.
3. K. Tanabe, W. F. Holderich, Appli. Catal. A 181 (1999) 399.
4. A. Corma, Chem. Rev. 95 (1995) 559.
5. P. Metivier, Studies in Surf. Sci. & Catal. 130 (2000) 167.
96. A. K. Pandey, A. P. Singh, Catal. Lett. 44 (1997) 129.
7. R. S. Downing, H. van Bekkum, R. A. Sheldon, Cat. Tech. December (1997) 95.
8. E. A. Gunnewegh, R. S. Downing, H. van Bekkum, Zeolite 97 (1995) 447.
9. K. Gaare, D. Akporiaye, J. Molec. Catal. A 109 (1996) 177.
10. U. Freese, F. Heinrich, F. Roessner, Catal. Today 49 (1999) 237.
11. Y. D. Ma, Q. L. Wang, W. Jiang, B. J. Zuo, Appli. Catal. A 165 (1997) 199.
12. A. Corma, M. J. Climent, H. Garcia, J. Primo, Appli. Catal. A 49 (1989) 109.
13. E. G. Derouane, C. J. Dillon, D. Bethell, S. B. Derouane-Abd Hamid, J. Catal. 187 (1999) 
209.
14. Y. V. S. Rao, S. J. Kulkarni, M. Subrahmanyam, A. V. R. Rao, Appli. Catal. A 133 
(1995) L1.
15. M. M. Heravi, M. Tajbakhsh, B. Mohajerani, M. Ghassemzadeh, Indian Journal of 
Chemistry, Sec. B. 38 (1999) 859.
16. F. Jayat, M. Guisnet, M. Goldwasser, G. Giannetto, Progress in Zeolite and Microporous 
Materials, 105 (1997) 1149.
17. Y. Isaev, J. J. Fripiat, J. Catal., 182 (1999) 257.
18. P. R. Reddy, M. Subrahmanyam, S. J. Kulkarni, Catal. Lett. 54 (1998) 95.
19. F. Richard, J. Drouillard, H. Carreyre, J. L. Lemberton, Heterogeneous Catalysis and 
Fine Chemicals III 78 (1993) 601.
20. F. Richard, H. Carreyre, G. Perot, J. Mol. Catal. A 103 (1995) 51.
21. P. Moreau, A. Finiels, S. Pelorgeas, O. Vigneau, M. Lasperas, Catal. Lett. 47 (1997) 161.
22. E. Armengol, A. Corma, L. Fernandez, H. Garcia, J. Primo, Appl. Catal. A 158 (1997) 
323.
23. O. Kresnawahjuesa, G. H. Kuhl, R. J. Gorte, C. A. Quierini, J. Catal. 210 (2002) 106.
24. M. C. Grady, R. J. Gorte, J. Phys. Chem. 89 (1985) 1305.
25. T. J. Gricus Kofke, R. J. Gorte, J. Catal. 115 (1989) 233.
26. K. Weissermel, H.-J. Arpe, "Industrial Organic Chemistry, 2nd Edition", VCH, Weinheim 
(1993) p. 175-184.
27. R. Szostak, V. Nair, T. L. Thomas, J. Chem. Soc., Faraday Trans. 1. 83 (1987) 487.
28. T. J. Gricus Kofke, R. J. Gorte, W. E. Farneth, J. Catal. 114 (1988) 34.
29. T. J. Gricus Kofke, R. J. Gorte, G. T. Kokotailo, W. E. Farneth, J. Catal. 115 (1989) 265.
10
30. T. J. Gricus Kofke, G. T. Kokotailo, R. J. Gorte, J. Catal. 116 (1989) 252.
31. J. Tittensor, R.J. Gorte, D. Chapman, J. Catal. 138 (1992) 714.
32. O. Kresnawahjuesa, R. J. Gorte, D. White, J. Mol. Catal. A: Chemical, in press.
33. I. Neves, F. Jayat, P. Magnoux, G. Perot, F. R. Ribeiro, M. Gublemann, M. Guisnet, J. 
Mol. Catal. 93 (1994) 169.
34. T. Romotowski, J. Komorek, Zeolites 11 (1991) 35.
35. L. M. Parker, in: D. M. Bibby, C. D. Chang, R. F. Howe, S. R. Yurchak (Eds.), Methane 
Conversion, Elsevier Science Publishers B.V., Amsterdam, 1988, p. 589; L.M. Parker, D. 
M. Bibby, I. J. Miller, J. Catal. 129 (1991) 438.
36. C. D. Chang, A. J. Silvestri, J. Catal. 47 (1977) 249.
37. Y. Servotte, J. Jacobs, P. A. Jacobs, Acta Phys. Chem. 31 (1985) 609.
38. A. I. Biaglow, J. Sepa, R. J. Gorte, D. White, J. Catal. 151 (1995) 373.
39. O. Kresnawahjuesa, Thesis Dissertation, University of Pennsylvania, Philadelphia, PA, 
2003. 
40. D. J. Parrillo, C.–C. Lee, R. J. Gorte, D. White, W. E. Farneth, J. Phys. Chem. 99 (1995) 
8745.
41. J. Kotrla, L. Kubelkova, C. –C. Lee, R. J. Gorte, J. Phys. Chem. B 102 (1998) 1437.
Figures Caption:
1. Reactions of propene and acetic acid over the solid acids used in this study. The 
information in the bracket indicates the reaction conditions at which these products were 
observed.
2. Effect of reaction temperature on the conversion of the reactants and on the selectivity for 
acetic acid over the H-[Fe]ZSM-5 sample. For these experiments, the propene partial 
pressure was 60 Torr and the acetic acid partial pressure was 30 Torr. (a) Conversion of 
acetic acid () and propene (); (b) Selectivity to isopropyl acetate (), 3 methyl, 3-
butene-2-one (+), and  C7 hydrocarbons ().
3. The product distribution at 450 K over H-[Fe]ZSM-5 with different propene:acetic acid 
mole ratios. The products were isopropyl acetate (), acetone (), 3-methyl-3-butene-2-
one (+), isobutene (), and  C7 hydrocarbons ().
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4. Time on stream behavior observed for H-[Fe]ZSM-5 at 475 K using a propene partial 
pressure of 60 Torr and an acetic acid partial pressure of 30 Torr. The products were 
acetic acid (), propene (), isopropyl acetate (), n-propyl acetate (), and 3-methyl, 
3-butene-2-one (+).
Table 1. Comparison of catalytic activity of H-[Al]ZSM-5 and H-[Fe]ZSM-5 for propylene with 
acetic acid reaction at different temperatures. Propylene partial pressure = 60 Torr, acetic acid 
partial pressures = 30 Torr, reactants total flow rate = 50 ml/min and catalyst weight = 2.35 gr.
450 K 525 KPerformance
(%) H-[Al]ZSM-5 H-[Fe]ZSM-5 H-[Al]ZSM-5 H-[Fe]ZSM-5 
acetic acid conversion 13±2 11±2 19±2 16±2
propene conversion 6.9 5.5 5.2 7.9
acetate productsa selectivityc
[i/(i+n) propyl acetate ratio]
90
[0.96]
92
[0.98]
5.0
[1]
5.8
[1]
ketone productsb selectivityc 9.7 8.0 82 70
a
 acetate products consist of isopropyl acetate and n-propylacetate 
b
 ketone products consist of 3 methyl 3-buten-2-one and 3-penten-2-one
c
 product selectivity is calculated with respect to the amount of acetic acid reacted (Eqn. 2)
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